
  

 

Dulux Super Kote Interior Emulsion 

 

USAGE Dulux Super Kote Emulsion will enhance the beauty of your home with
a smooth, lasting finish. Its creamy consistency and excellent hiding
power will give you the best possible value for money, while assuring
you of world class quality. Suitable for interior and sheltered exterior
masonry.

FEATURES Acrylic binder based Emulsion paint with good opacity.

PACK SIZE 1L, 4L, 10L and 20 litres

COLOUR RANGE Refer Dulux colour card.
Special colours can be manufactured for orders exceeding 450 lts.

TYPE OF FINISHING A smooth low sheen finish.

FILM PROPERTIES Good binding, tough & low sheen finish.

COMPOSITION Mineral extenders, Titanium Dioxide, Styrene/Acrylic Binder. Organic &
Inorganic pigments.

GLOSS LEVEL A smooth low sheen finish

VOLUME SOLIDS  40 %

VOC CONTENT 25 – 33 g / Lts

POT LIFE -

SHELF LIFE 12 months

CURING TIMES -

TOUCH DRY 30 minutes

RECOAT DRY 4 hours

FULL CURE 8 hours

FILM THICKNESS DRY 40 microns

FILM THICKNESS WET 100 microns

SPREADING RATE  Up to 225 sq-ft/Litre ( on well-sealed surface )

(Spreading rate is depend on the surface nature and the application
method )

APPLICATION METHOD Brush or Roller.

SERVICE TEMPERATURE 0°C - 50°C



MIXING RATIO - 

INDUCTION - 

THINNING Thin up to a maximum of 4 parts of paint to 1 part of water.  
Do not over thin. 

SPRAY RECOMMENDATION - 

CLEANING UP Clean with Water after use. 

SURFACE PREPARATION - 

DIRECTIONS FOR USE The performance of the protective paint coating depends greatly on the 
standard of surface preparation. 
 
New concrete or plaster contains a high degree of moisture & Alkali 
matters which is gradually lost as the surface hardens and dries. It is 
crucial that ample time is allowed for this drying out process. High 
moisture content is a common cause off premature paint failures, such 
as blistering, discoloration, peeling etc. 
 
Ensure surface is dry [moisture content must less than 12%] and free of 
loose or powdery material. Apply masonry Sealer on powdery surface 
in order to increase the load bearing capacity of the wall surface  . Fill 
cracks and holes with a suitable filler or putty. Prime new walls with 
Dulux Speed Prime/ Dulux acrylic wall filler and Seal if required. 
 
Stir well before use. Apply two coats to get optimum opacity. 

FLASH POINT N/A 

FREIGHT CLASSIFICATION Paints (Water Based) 

MSDS REFERENCE NO. Pages 1 to 5/A15. 

SAFETY, HEALTH AND 
ENVIRONMENTAL 
INFORMATION 

Keep container tightly closed and keep out of reach of children. 
A suitable cartridge mask should also be worn when rubbing down. 
Ensure good ventilation during application and drying. 
Do not breathe vapour/spray. In case of insufficient ventilation during 
spraying wear suitable respiratory equipment. 
All respiratory equipment must meet an appropriate standard. 
This product contains a dry film preservative. It may be harmful if 
swallowed. Keep away food, drink and animal feeding stuffs. 
When applying paint it is advisable to wear eyes protection. 
In case of contact with eyes, rinse immediately with plenty of water and 
seek medical advice. 
Remove splashes from skin; use soap and water or a recognized skin 
cleaner. 
Care must be taken when transporting paint. Keep container in a 
secure upright position. 
Contains no added lead or mercury. 
Protect from extremes of temperature. Store in a cool place. 
In the event of an accident contain and collect spillage using sand or 
earth. 
Do not empty into drains or watercourses. 
Dispose of any paint waste in accordance with the appropriate 
Environmental Quality Regulations. 

For further information or if you have any concerns about using 

  



this product contact the Sales Department at the address below: 

Akzo Nobel Paints Lanka (Pvt.) Ltd 

199, Kew Road 
Colombo 2 
Sri Lanka 

Tel: +94 (112) 359369 
Fax: +94 (112) 331788 

E-mail: customer_support_bureau@ici.com 

Customer service desk: +94 (114) 717474 

Any advice, recommendations, information, assistance or service provided by Akzo Nobel Paints Lanka (Pvt.) Ltd in relation to goods 
manufactured or marketed by it or their use or any application is given in good faith. However, any advice, recommendations, information, 

assistance or service provided by Akzo Nobel Paints Lanka (Pvt.) Ltd is provided without expressed or implied warranties. 
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