
  

 

Dulux Acrylic Wall Filler 

A917-C-1 

  

USAGE Dulux Acrylic Wall Filler is an alkali resistant white Acrylic emulsion. It 
provides body to the paint film and covers minor surface imperfections, 
without shrinking or cracking. It is highly recommended as an Undercoat 
on new walls, ceilings, plywood and building boards which require a porous 
filler coat. The use of Dulux Acrylic Filler instead of a coat of paint will 
reduce the overall cost of paint. 
* Reduces Paint cost 
 
* Improves finishes 

FEATURES Primer for masonry surfaces with very good filling properties. 

PACK SIZE 4, 10 & 20 litres 

COLOUR RANGE White 

TYPE OF FINISHING Smooth Matt 

FILM PROPERTIES Smooth matt finish with good filling properties. 

COMPOSITION Mineral Extenders, Titanium Dioxide & Acrylic Binder. 

GLOSS LEVEL Matt 

VOLUME SOLIDS 50 % 

VOC CONTENT 1.6 

POT LIFE - 

SHELF LIFE 12 months 

CURING TIMES Single coat at standard thickness: 

TOUCH DRY 30 minutes 

RECOAT DRY 4 hours 

FULL CURE 16 hours 

FILM THICKNESS DRY - microns 

FILM THICKNESS WET - microns 

THEORETICAL COVERAGE 10 - 17 sq.m/Litre 

APPLICATION METHOD By brush, roller or trowel 

SERVICE TEMPERATURE 0°C - 50°C 

MIXING RATIO - 

INDUCTION - 



THINNING One part of water to 4 parts of Dulux Acrylic Wall Filler. 

SPRAY 
RECOMMENDATION 

- 

CLEANING UP With Water. 

SURFACE PREPARATION - 

DIRECTIONS FOR USE Apply liberally by roller, brush or trowel. Allow 4 hours to dry. If necessary, 
sand down lightly and apply a second coat. Finish with one or two coats of 
Dulux Emulsion Paint. 

FLASH POINT N/A 

FREIGHT CLASSIFICATION Paints (Water Based) 

MSDS REFERENCE NO. Pages 1 to 5/A15. 

SAFETY, HEALTH AND 
ENVIRONMENTAL 
INFORMATION 

* Ensure good ventilation during application and drying. 
 
* When applying paint, it is advisable to wear suitable eye protection. In 
case of contact with eyes, rinse immediately with plenty of running water 
and seek medical advice.  
 
* Remove splashes from skin : with soap and water. 
 
* Keep container tightly closed and out of reach of children. 
 
* Care must be taking when transporting paints. Keep container in a secure 
up right position. 
 
* Do not empty in to drains or watercourses. 
 
* Do not use or store by hanging on a hook. 
 
* Contains no added lead or mercury. 

For further information or if you have any concerns about using 
this product contact the Sales Department at the address below: 

CIC Paints (Pvt.) Ltd 

199, Kew Road, Colombo 2, Sri Lanka 
PO Box 352, Colombo  
Tel: +94 (01) 305777 
Fax: +94 (01) 331788 

E-mail: cicpaint@sri.lanka.net 
Customer service hotline: +94 (074) 717474, 

+94 (01) 811563  

  

Any advice, recommendations, information, assistance or service provided by CIC Paints (Pvt.) Ltd in relation to goods manufactured or 
marketed by it or their use or any application is given in good faith. However, any advice, recommendations, information, assistance or service 

provided by CIC Paints (Pvt.) Ltd is provided without expressed or implied warranties. 
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